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REV. DESCRIPTION DRAWN CHECKED APPROVED
A NEW RELEASE YCH 06/20/12° T~
12.5
- N NOTES
—~ —— N :
L ~ |_\=. 1. SPECIFICATIONS:
% u‘_) O 1.0 CONTACT RESISTANCE: 30mQ max.
: i 1.1 INSULATOR RESISTANCE: 1000MQ min.AT DC 500V.
- 4 1.2 CURRENT RATING: 1.5A.

1.3 VOLTAGE RATING: 30V AC/DC.

1.4 DIELECTRIC STRENGTH: AC 500V FOR 1 Minute.
2. MATERIALS:

2.0 HOUSING: PBT+30% GLASS FIBER(UL 94-0).

2.1 CONTACT: COPPER ALLOY

2.2 SHELL: COPPER ALLOY.
3. PRODUCT NUMBER CODE:

DS1095—-10-X X X X

CONTACT PLATING

0: Selective gold flash
03: Selective gold 3u”
30: Selective gold 30u”

BOARDLOCK TYPE
S: Straight type
B: Bend type

SHELL PLATING:

N: Nickel

6: Tin

COLOR OF HOUSING:
W: White

B: Black

SERIES No.

DS1095-10

GENERAL TOLERANCE ANGLE TOLERANCE PROJECTION @ [TLE
i USB A/F180° TYPE Single port Female TYPE
13.14 X.  £0.60 X. 45 am
| : | X 1038 X 3 SHEET SIZE SERIES [ DS1095-10 SERIES
RECOMMEND PCB LAYOUT X £025 Kz
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